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Suitable and Perfect Size
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Strong air flow ] The Unit is Designed with built in Water
(Static pressure up to 160Pa) g Pump for Easy Drainage of Water

i apcastt ks el i Heat Pump -3jli/jls
82522l guliu ilanlgo wuws RA10A]lEg M]J p -23ju/)

More energy saving and environment-friendly,
&R410A Refrigerant as per new SASO standard.

Heat/Cool (Heat Pump)
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Indoor FDAC-XF18HIDC FDAC-XF24HIDC FDAC-XF36HIDC FDAC-XF48HIDC FDAC-XF60HIDC
Saichichs ‘ Outdoor ‘ FUAC-XC18HIDC FUAC-XD24HIDC FUAC-XD48HIDC ‘ FUAC-XD60HIDC
Type H/C HEAT PUMP-INVERTER
Power Supply V~,Hz,Ph 220-240,50~60,1
BTU/h 17400 23100 32000 45000 52000
Cooling (T1)
Kw 5.10 6.78 9.40 13.20 15.25
Capacity Cooling (T3) BTU/h 16000 21100 30000 42000 47000
kW 4.68 6.18 8.80 12.30 13.75
Heating (T1) Kw 5.80 8.10 10.50 15.00 17.60
Cooling Power Input (T1) w 1,426 1,893 2,634 3,704 4,280
Cooling Current (T1) A 6.74 8.95 12.45 17.50 19.59
Cooling Power Input (T3) w 1,860 2,482 3,488 4,828 5,465
Electric Data Cooling Current (T3) A 8.79 11.73 16.49 22.81 25.01
Heating Power Input (T1) w 1,506 2,104 2,763 3,947 4,632
Heating Current (T1) A 7.12 9.94 13.06 18.65 21.20
SEER BTU/(w.h) 13.60 12.80 13.65 13.60 13.00
Indoor Air Flow (Hi/Mi/Lo) CFM 665/535/459 882/794/706 1235/1117/1000 | 1647/1471/1235 1824/1647/1471
Noise Level(Hi/Mi/Lo) dB(A) 42/39/38 45/43/41 45/42/40 52/50/47 52/50/47
External Static Pressure(Standard) Pa 25 25 37 50 50
. External Static Pressure(Range) Pa 0~80 0~80 0~160 0~160 0~160
Indoor Unit ot Dimension (WD'H) mm 1000X700X245 | 1000X700X245 = 1250x735x320 | 1400x820x380  1400xB20x380
Net weight kg 30 30 48 56 56 ‘
Power Wiring (Indoor) mm2 3x1.5 3x1.5 3x1.5 3x1.5 3x1.5
c°c\;‘i:i°':;°“ Power Wiring (Outdoor) mm2 3x2.5 3x2.5 3x4 3x6 3x6
Signal Wiring mm2 2x0.75 2x0.75 2x0.75 2x0.75 2x0.75
Refrigerant Type R410A
Liquid Side mm 1/4 3/8 3/8 3/8 3/8
Gas Side mm 1/2 5/8 5/8 3/4 3/4
Refrigerant pipe | Max. Length m 30 30 50 50 50
Max. Height m 15 15 30 30 30
Compressor Type Rotary Inverter
Net Dimension (W*D*H) mm 900x350x700 900x350x700 970x395x805 940x370x1320 940x401x1366
Outdoor unit | Net weight kg 40 42 61 9% 101 ‘
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Easy to disassemble and install
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Simple structure. you can the whole machine is repaired and cleaned without destroying installed air duct

Valve plate

Drain Pan

Lower cover
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Air intake from rear is standard, from bottom is optional. Suitable for different installation
requirement.

same size
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The built-in pump can lift condensing water
up to 700 mm high from the drainage pan.
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Easy and fast Response to unstable Voltage
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70-300V wide voltage operation, no need to
worry about voltage instability
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Easy Removable & Washable Filter Fresh Air Intake Pressure Range Constant Air Volume

Fresh air intake ,8ill clggll 520
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Reserved fresh air intake hole:lt is available for connecting fresh air duct. It is allowed max.
10% fresh air for the indoor unit.




